DELTA'S ® ACRYLIC
LATEX PAINT
COLORS SUGGESTED
FOR THIS DESIGN

White #2505
Black #2506
Light Chocolate #2022
Butter Cream #2523
Indiana Rose #2018

#2506 Black
Lines unless
otherwise
noted.

#2505 White
#2022 Light Chocolate

#2523 Butter Cream

#2022 Light Chocolate

#2523 Butter Cream

Light Chocolate

This pattern is copyrighted and protected by Federal Law against unauthorized use. Sherwood Industries Inc. grants the purchaser the rights to copy, enlarge, or reduce this pattern for making finished projects for home use, gifts, craft shows, or bazaars. Sherwood Industries Inc. does not grant any person or business the right to copy, enlarge, or reduce this pattern in whole or part for any other use without prior written permission.
INSTRUCTIONS

Wood: Use only the finest, warp free wood. Use 1/2" or 3/4" exterior grade plywood GIS or G2S or use 3/4" #2 pine or better.

Transferring: Place transfer paper on the good side of the wood. Put this pattern over the transfer paper and use pushpins to hold it in place. Trace the outside cutting lines of the pattern onto the wood.

Sawing: Using a jig saw, band saw or scroll saw cut out the shape. Sand all edges and surfaces until smooth.

Tracing: Place the transfer paper on the wood and place the pattern in the exact same position by replacing the pushpins in the same holes of both the pattern and the wood piece. Now trace all the lines onto the wood. (Note: If you are intending to paint the pattern on both sides of the wood then place 2 sheets of transfer paper between the pattern and the wood piece. One sheet where the ink side is facing the underside of the pattern and one sheet where the ink is facing the wood piece. Then flip the pattern over and trace the mirror image on the backside of the wood with tracing paper.)

Painting: Always use a good quality exterior paint or use acrylic paints with an outdoor sealer. Paint the areas with the indicated color or use colors that match your own tastes. Paint the edges and backside with black or any other solid color or paint the back to match the front.

Assembly: Glue one or two clothes pins to the back of each piece as desired. The location where the clothes pins are to be glued to each piece is indicated on the plan. If desired, a second piece may be glued to the other side of the clothes pin by tracing the reverse of the pattern. See the diagram below:

This pattern is copyrighted and protected by Federal Law against unauthorized use. Sherwood Industries Inc. grants the purchaser the rights to copy, enlarge, or reduce this pattern for making finished projects for home use, gifts, craft shows, or bazaars. Sherwood Industries Inc. does not grant any person or business the right to copy, enlarge, or reduce this pattern in whole or part for any other use without prior written permission.

SHERWOOD INDUSTRIES INC.
1-800-843-2571